




Swing Clear hinges

Swing Clear Double Guard
LS310 – Stainless steel

LS210 – Carbon steel
0.075" gauge material•	
0.187" stainless steel pin•	
Flange bearings standard•	
For all 1-3/4" doors up to 600 lb•	
Used to swing the door completely  •	
out of the opening as well as protect 
both edges of the hinge side of the 
door from gouges & dents

Swing Clear Single Guard
LS311 – Stainless steel

LS211 – Carbon steel
0.075" gauge material•	
0.187" stainless steel pin•	
Flange bearings standard•	
For all 1-3/4" doors up to 600 lb•	
Used to swing the door completely •	
out of the opening as well as protect 
a single edge of the hinge side of the 
door from gouges & dents

LS300 LS315 LS305 LS310 LS311
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attractive PLATING
Match any décor with nickel, blackened 
nickel, brass or zinc with this attractive 
and lower-cost alternative to stainless 
steel. For indoor use.

corrosion-resistant 
ELECTROPOLISHING
Gives stainless steel a highly polished, 
smoother finish for easy cleaning and 
impressive look. Passivates the material 
for greater corrosion resistance.

Environmentally friendly
We follow LEED principles in 
manufacturing, including buying raw 
materials in North America and 
producing hinges close to our main 
markets. We also operate using LEAN 
principles for further waste reduction 
and conservation. The hinges themselves 
are ideal in energy-efficient applications 
and their long life reduces waste from 
replacements.

Quick delivery
We ship within 14 days. Best in  
the industry. 

Skilled staff offers  
One-stop service
Only one place to call for answers.  
Our in-house staff has the skills, 
knowledge and experience to address  
all your questions.



Surface Mount hinges

© 2010 Larsen & Shaw  larsenhinge.com  800-265-3078

1/8" clearance (min.)

7/16"

1-3/4" 1-3/4"

1/8"

3/8" 7/16"

1/8" clearance (min.)

1-11/16"

1-7/8"

1/8" clearance (min.)

3/4"

1-11/16"

7/16"

3/16"

2-1/4"

1/8"

7/16"
3-3/8"

1/4"

1/8" clearance (min.)

1-7/16"
1-9/16"

Half Surface Mount/ 
Half Swing Clear
LS309 – Stainless steel 

0.075" gauge material•	
0.187" stainless steel pin•	
Flange bearings standard•	
Surface mounts to door;  •	
swing clear mounts to frame
For all doors up to 600 Ib•	
Used for retrofit or new construction by •	
mounting on the door face and to swing 
the door completely out of the opening

Half Surface Mount/ 
Half Edge Mount Single Guard
LS306 – Stainless steel

0.075" gauge material•	
0.187" stainless steel pin•	
Flange bearings standard•	
Surface mounts to frame; edge mounts to door•	
For all doors up to 600 lb•	
Used for retrofit or new construction by •	
mounting on the frame face and single edge  
of the hinge side of the door to protect it  
from gouges & dents

Half Surface Mount/ 
Half Edge Mount
LS303 – Stainless steel 

0.075" gauge material•	
0.187" stainless steel pin•	
Flange bearings standard •	
Surface mounts to door, edge mounts to frame•	
For all doors up to 600 lb•	
Used for retrofit or new construction by •	
mounting on the door face and frame rabbet

Full Surface Mount
LS302 – Stainless steel

0.075" gauge material•	
0.187" stainless steel pin•	
Flange bearings standard•	
Surface mounts to both door and frame•	
For all doors up to 600 lb•	
Used for mounting on the face of an •	
existing door & frame for renovation 
(retrofit) or new door and frame for 
new construction



Accessories

Edge Guards and Astragals

Single 
Edge

Double Edge 
Guard

Double Edge  
with Astragal

Z-Astragal

Fasteners
Standard fasteners

RH247 — Stainless steel #10 x 1/2" Philips •	
flat head, undercut self-drilling metal screw.
RH248 — Stainless steel #10 x 1-1/4" Philips •	
flat head, undercut sheet metal screw (for 
edge-mounting to wood).

Adjusta-Screw™ fasteners
Remedy out-of-square doors and frames easily. 
Correct fit variances  
up to 3/8" along full  
length of door.   
Order separately.

Shims
Half shim  
(with open slots)

0.063" galvanized•	

Full shim  
(with screw holes)

0.063" galvanized•	

0.050" stainless steel•	
For all 1-3/4" doors•	
Used to protect leading edges of the door•	
Use with door hinge models for a balanced look•	
Holes pierced and countersunk for #6 FH screw or as required•	
Available in beveled or non-beveled•	
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Lengths
Hinges, Edge Guards & 
Astragals

Nominal Actual

6' 7" 79.160"

7' 83.118"

2150 mm 83.771"

7'2" 85.097"

8' 94.992"

10' 118.740"

Materials
Stainless Steel (300 series)

Great strength•	
Rust resistant•	
Can be polished to a bright, satin or •	
brushed finish
For highly corrosive areas, •	
316 grade or clear coat over 
the standard 304 grade is 
recommended

Carbon Steel (200 series) 
Great strength but is subject to •	
corrosion
Atmosphere must be stable or it •	
will begin to rust
Best application is a controlled •	
environment

Plated Carbon Steel
All the strength of plain steel with •	
good rust resistance
The beauty of stainless steel for less •	
cost and the ability to match the 
colour of the décor

Painted Carbon Steel
The strength of plain steel with •	
good rust resistance
More costly than plated, but offers •	
more options to match décor
Recommended for interior use only•	

Finishes
Bright stainless steel•	
Satin stainless steel•	
Nickel-plated, blackened,  •	
clear coated
Satin brass-plated, clear coated•	
Bright nickel-plated, clear coated•	
Satin nickel-plated, clear coated•	
Zinc-plated, clear chromate seal •	
painted (to customer specs) 

Modifications
FBRG	� Flange (Hospital) Bearing – 

standard

LGTH	� Length – if other than 
standard

EPT	� CTP Cutout – Power 
Transfer Protocol; hinge leaf 
cutout to accommodate 
power transfer contacts

HT	�H ospital Tip – for safety and 
cleaning

DD	� Dutch Door – continuous 
frame leaf with two-piece 
door leaf

SW/F	S waged or Formed

CHP	 Custom Holes

PLSH	E lectropolished

EGC	�E G Cutout Hardware 
– door guard cutout 
hardware for strikers and 
latches

CTW4	� Concealed Current Transfer 
- 4 wire – 28ga wires

CTW8	� Concealed Current Transfer 
- 8 wire – 28ga wires

CTAP	� Current Transfer Access 
Prep.

Larsen & Shaw brand architectural 
hinges, featuring our flange bearing, 
carry a limited warranty of 25 years on 
the functional operation of the hinge. 
Warranty limitations include damage 
arising from abuse, misuse, modification, 
improper handling and storage, 
incorrect installation or adjustment 
and all other circumstances beyond 
the control of Larsen & Shaw Limited. 
Generally, these limitations are standard 
for the industry.

Every Larsen & Shaw product has 
been carefully manufactured and is 
guaranteed to be free from defects 
in workmanship or materials. Our 
liability under all warranties, expressed 
or implied, shall be limited to the 
replacement of goods proven to be 
defective, but no claims for damage 
incurred or for work done thereon will 
be allowed.

ANSI/BHMA Certified
Tested and certified by a third-party 
laboratory to be compliant with ANSI/
BHMA A156.26 – 2006 American 
Standard for Continuous Hinges. Cycle 
testing a 300-lb. door/hinge assembly 
exceeded 1,000,000 cycles along with 
abuse and overload tests in order to 
satisfy BHMA Grade 1 requirements.

ISO Quality Standards
Quality management system certified 
by QMI-SAI Canada to be in compliance 
with ISO 9001: 2008.

OPTIONS WARRANTY
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Ph (800) 265-3078 
(519) 881-1320  Fax (519) 881-3575 
sales@larsenhinge.com	    
www.larsenhinge.com

Box 1420
575 Durham Street West
Walkerton, Ontario
Canada  N0G 2V0

The Hinge People® at Larsen & Shaw produce high-quality, reliable hinges 
for commercial, institutional and residential applications. Responsive, 
personal service and on-time delivery for nearly 100 years have made us 
the largest hinge manufacturer in Canada and a leading global supplier.




